ANMK

Instruction

The instructions show how to create a free message configuration by using the Excel template.
The values of the excel sheet must be copied into the parameter ID34091 User list.
The ID34091 User list must be configured offline. The type of the data must be hex.

The configured user list is following transferred to the physical device.

Copy the Excel sheet ‘Template’
Rename the sheet Template’

together.
o All yellow fields must be filled with data.

Example Excel file

Execute the Excel file FreeConfiguration_en.xlIsx

ID number / Name Dec Hex Length
element Value Value in byte
1034091 User list 3 56 =2 hex
1 [maximum)] [1024]
2 Mode message configuration 1 1 1 hex
3 Total of send messages 2 2 1 hex
Input
4 CAM ldentifier send messages 1 in 283 2 hex
hex

Create your configuration, copy the necessary headers, receive messages and send messages
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Execute AIPEX PRO

ID34091 'User list 3" is a 'System-internal parameter'. The parameter must be enabled for configuration.

eher tior; Arwwenderlistes .
o ﬁ 1l.n‘aluv.=_~|l.,|nit |Length |T3,rpe |Remark
34001 |User list3 (10 2 Hex

Parameter Selection I&

ok

i Al parameters Canicel

i Single group | Fositioning parameters

Led L]

(v Owr list |.-‘-‘-.nwenderlist33 34091

Syztem internal parameters

1O
Adrt z [pazzword]

| 500591 *®

Enter the list length. The list length is application-specific and must be adapted to the CAN configuration.
(Click on the left mouse button, wait shortly and click again)

2= Parameter Selection: Arwenderisted

@ 1D | @4 Nar‘ne| 1u‘alu».=_-| Unit |Length |T3,rpe |

34091 | User list 3 DEE* *2 Hex

O

Click on the folder to open the User list 3

§fff FParameter Selection; Anwenderlisted ..
g4 ID|f& Name | Value| Unit |Length |T}rpe |
34091 |Userlist3 |28 56 *2  Hex
34091-1 | [maximum] | [1
34091-2 0000 Hex
34091-3 0000 Hex
34091-4 0000 Hex
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Copy data from Excel and paste into AIPEX PRO
Start with the ,Length in byte'

Excel: Copy the column ,Length in byte‘. Start with element 2.

ID number / Name Dec Hex Length
element Value Value in byte
1034091 User list 3 56 2 hex
1 [maximum] [1024]
2 Mode message configuration 1 1 1 hex
3 Total of send messages 2 P 1 hex
Input
4 CAM ldentifier send messages 1 in 283 2 hex
hex

AIPEX PRO: Click into line element 2, column ,Length in byte‘. Paste the data.

8= Parameter Selection: Anwenderliste? .
dh 10| @&k Mame | ‘u‘alue| Unit |Length |T}rpe |
34091 |Userlist3 ‘4 56 2 Hex
34091-1 | [rmaximum] | [1024]

34091-2 an 1 H
34091-3 00 1 *p—@

34091 -4 000 Hex

Excel: Copy the complete column ,Name’

\4

ID number / Name Dec Hex Length Tvbe
element Value Value in byte p
034091 User list 3 56 2 hex

1 [1024]

2 Mode message configuration 1 1 1 hex

3 Total of send messages 2 2 1 hex
Input

4 CARN Identifier send messages 1 in 283 P hex
hex
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AIPEX PRO: Click into line element 2, column ,Name*. Paste the data.

£ Parameter Selection: Arwenderlisted

Excel: Copy the complete column ,Hex Value

ID numberf
element

034091

i ID | #h Mame | ‘u‘alue| Unit |Length |T}rpe |
34091 | User list 3 ‘4 56 "2 Hex
340911 | [maximum] [1024]
34091-2 | Mode message configuration 0o 1 | Hex
34091-3 | Total of send messages * 1 Hex
34091-4 | CAN Identifier send messages1 0000 2 Hex

\

Dec Hex Length

Name . Type
Value Value in byte yp
User list 3 56 2 hex
[maximum] [1024]
Mode message configuration 1 1 1 hex
Total of send messages 2 2 1 hex
Input
CANM ldentifier send messages 1 in 283 2 hex
hex

AIPEX PRO: Click into line element 2, column ,Value'. Paste the data.

§fff Farameter S election: Anwenderlisted ...

34091-2 | Mode message configuration
34091-3 | Total of send messages
34091-4 | CAN Identifier send messages 1

Log on to the physical device.
Transfer the offline data to the device.

i ID | @k MName | ‘-.falue|Ur1it |Length |T}rpe |
34091 | User list 3 {56 2 Hex
34091-1 | [maximum)] [1024]

1 1 Hex
R@
283 2 Hex
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